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 System Description 
SunSpot™ 64 4000 series Landing lights are designed as LED drop-in replacements for existing 
PAR64 light configurations and are designed specifically for 28V aircraft electrical systems with 
both AC and DC power.  The SunSpot™ 64 is a two-terminal light 
 

 Model Numbers 
 

Model Part Number Description Voltage 
(V) 

Current 
(Amps) 

Power 
(W) 

Weight 
(oz) 

SunSpot 64-4559 01-2250-4559 Landing 28 7.2 200 48 
Table 1 

 
 Airworthiness Limitations 

The Airworthiness Limitations section is FAA approved and specifies maintenance required under 
14 CFR, §43.16 and 14 CFR, §91.403 of the Federal Aviation Regulations unless an alternative 
program has been FAA approved.  There are no additional airworthiness limitations.  
 

 Instructions for Continued Airworthiness 
Sunspot series LED landing or taxi light assembly contains no user serviceable items. Should 
any LED fail, unit must be replaced. 
 
 

Interval Inspection Remedy Notes 

Pre-Flight 
• Perform a functional 

check and observe that 
all LEDs are 
illuminated 

• If all LEDs are not 
illuminated replace light 
as soon as is practicable 

• Lights are not 
user serviceable. 

• Lights are very 
bright and to 
reduce eye 
strain during 
inspection use 
an optical filter 
such as dark 
glasses or 
welding 
goggles. 

Annually, unless 
the OEM 
specifies a 
shorter interval 
 

• Perform a functional 
check and observe that 
all LEDs are 
illuminated 

• Check mounting, 
connections, and wire 
integrity 

• If all LEDs are not 
illuminated, the light must 
be replaced  

• Adjust or replace wiring, 
and connectors as 
required 

Table 2 
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 Installation 

Consult 14CFR, §43.13-1B for guidance on acceptable methods, techniques, and practices. 
Procedures contained herein are not intended to conflict with procedures set forth by aircraft 
OEM, nor do they supersede FAA approved manuals and FAA regulations.  

 
 Installation Procedures 

 Refer to aircraft manufacturer’s service manual and/or illustrated parts catalog to identify 
landing light system installed in the aircraft. This will provide information on location of 
components and assembly details 

 Refer to the wiring diagram in Figure 5-1 for the correct wiring of this light. Note that the 
connection screw terminals are not polarity sensitive.  

 Remove light covers and access panels to lamp assembly and mounting bracket 
 Remove old light 
 Ensure that the SunSpot 64-4559 light will not be mounted less than 4-inches from exhaust 

system components unless adequate heat shielding is installed to block radiant heat. 
 Reference airframe manufacturer’s maintenance manual and install LED light in brackets using 

existing hardware 
 Ensure alignment key is fitted to bracket 
 Install suitable aircraft approved connecters or splices to connect landing light assembly to 

wires routed from switch in accordance with wiring diagram in Figure 5-1 
 Screw terminals are not polarity sensitive 

 Verify proper operation of LED light(s) 
 Reinstall any remaining hardware in accordance with aircraft maintenance manual 
 Record installation in appropriate maintenance documents 

 
Note: The use of shielded cable is recommended although not required for installation. It is 
recommended that ground connections for all lights be made at a single location on aircraft 
central ground bus. This “single point ground” scheme helps to eliminate ground loops and 
ground bounce that can occur when using airframe as a ground. 

 
 

 Troubleshooting 
 Check for proper voltage (28V AC/DC) at power input screw terminal to light 
 Ensure light is adequately grounded at the screw terminal. The heatsink/housing is not 

connected to the internal circuitry and will not provide a ground return path for the light 
 Check for continuity in wiring and connections 
 If wiring is verified, remove light and bench-check with appropriately sized power supply 

 
 

⚠ WARNING: This product can expose you to chemicals including Methylene Chloride which is known to the 
State of California to cause cancer, and Bisphenol A, which is known to the State of California to cause birth 
defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov 

 

https://nam04.safelinks.protection.outlook.com/?url=http%3A%2F%2Fwww.p65warnings.ca.gov%2F&data=05%7C02%7CJennifer%40AeroLEDs.com%7Cec8c4f401ac04086829708dd14a743f2%7Cd3feb46b55444b5f8b29040f6234c074%7C0%7C0%7C638689430847905331%7CUnknown%7CTWFpbGZsb3d8eyJFbXB0eU1hcGkiOnRydWUsIlYiOiIwLjAuMDAwMCIsIlAiOiJXaW4zMiIsIkFOIjoiTWFpbCIsIldUIjoyfQ%3D%3D%7C0%7C%7C%7C&sdata=3cXPnhn%2FQqw%2BmfChTFhE8XlKRFrF1rdRLP9ghe9URls%3D&reserved=0
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 Wiring Diagram 
 

 
Figure 5-1 SunSpot 64-4559 Wiring Diagram 
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